Vent Check Valve, AERO 1.1

__ For on-deck venting of tanks containing ballast, lub. oil etc.
' Reality tested according to IACS requirements.
Approved by major classification societies.
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Vent Check Valve, AERO 1.1

Vent Check Valve for on deck-venting
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DN |inch A[a[B [ L oK oD|Hoesaia |  Pos. Item Materials _
: @  Body Hot galvanized, epoxy coated or stainless steel
no | dia 316 L execution.
40 1% 263|222 213|223|/110 150 | 4 | 18 % Seat Neoprene,_ _
50/ 2 2631202 213! 2231125 165 | 4 | 18 ®  Cover Hot galvanized, epoxy coated or stainless steel
e, e | 1 ' 316 L execution.
65 2% | 263|222 213|223/145|185 | 4 | 18 @  Floatcover  PE.
80 3 310 255 270 257|160 | 200 | 8 | 18 ® Guiding pin  Stainless steel 316.
100, 4 |310|255 270 257|180 | 220 | 8 | 18 @ Fedldee  PE
125| 5 |335/280 302 304210 250 | 8 | 18 Option: Flame screen, stainless steel 316.
150 6 |448 356 385 366 240 | 285 | 8 | 22 — ——
ip-on flange standards:
200 8 |517425 470 461295 340 | 8 | 22 DN 200-400 NS2526 / ISO 2084
250 | 10 | 660|530 590| 536350 | 395 @ 12 | 22 ’ . <
= Optional connecting pieces:
300 | 12 | 731585 685 681 400 | 445 12 | 22 | Buttwelded or threaded.
350 | 14 | 887|700 885 766 460 505 16 | 22 _ £
400 16 887700 885 766 515 565 16 | 26 For more details, please contact us. :

Specifications are subject to changes without further notice.
See overleaf for flow characteristics.
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